
二、规格型号
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DWG No, ln(ﬂ:;'ﬂ)"ce (v Rated Cureent | )
T | max ef
ESR0604100MLo-00 10:20% 6 100 169 32
ESR0604120MLo -ooo 12420% 69 120 1.53 29
ESR0604150MLE -5 15:20% 87 140 144 2
ESR0604180MLo 000 18220% 114 150 142 24
ESR0604220MLo -oo0 22:20% 128 180 126 9
ESR0604270MLo -oo0 27:20% 140 200 L7 18
ESR0604330MLc-000 33420% 184 230 0.99 7
ESR0604390MLo-0o0 39420% 215 320 0.90 17
ESR0604470ML0-000 47520% 258 370 0.81 14
ESRO604560KLo 000 56+10% 298 420 0.7 12
ESRO604680KL0 o0 68+10% 343 460 0.65 1
ESR0604820K L0 -000 8210% 436 600 0.63 80
ESR0604101KL0 -000 100210% 559 700 0.61 7.5
ESR0604121KLo o0 120:10% 599 900 0.59 75
ESR0604151KL0 -000 150210% 900 1100 0.52 7.0
ESRO0604181KLo 000 180:10% 986. | 1380 047 65
ESR0604221KL0 -000 220+10%2.a0 12220071570 0.38 65
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1).0: Packaging information... [A]: Bulk [BJ: Taping Reel

2. ":Reference code

3). Inductance test condition :10uH~82uH at IMHz/1V
100uH~220uH at 1KHz/1V

4). Rated current: The DC current at whi

the inductance decreases to 90% of
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