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 FEATURES  PIN DESCRIPTION

 30V/60A
RDS(ON)= 9mΩ typ@ VGS=10V
RDS(ON)= 11.5mΩ typ@ VGS=4.5V

 Lead free and Green Device Available

 Application
 Load Switch

Absolute Maximum Ratings (TA=25°C unless otherwise noted)

Symbol
Paramet
er Maximum Unit

VDSS Drain-to-Source Voltage 30 V
VGSS Gate-to-Source Voltage ±20 V

ID Continuous Drain Current
TC=25°C 60 A

TC=100°C 37 A
IDP Pulsed Drain Current TC=25°C 135 A
PD Maximum Power Dissipation TC=25°C 54 W
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TC=100°C 21

TJ, TSTG
Junction & Storage Temperature
Range -55~150 °C

Thermal Characteristics
Symbol Parameter Typical Unit
Rθjc Thermal Resistance-Junction to Case 2.3 ℃/W
Rθja Thermal Resistance-Junction to Ambient 62.5
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声明：

双宜科技保留电路及其规格书的更改权，以便为客户提供更优秀的产品，

规格若有更改，恕不另行通知。

双宜科技公司一直致力于提高产品的质量和可靠性，然而，任何半导体产

品在特定条件下都有一定的失效或发生故障的可能，客户有责任在使用双宜产品

进行产品研发时，严格按照对应规格书的要求使用双宜产品，并在进行系统设计

和整机制造时遵守安全标准并采取安全措施，以避免潜在失败风险造成人身伤害

或财产损失等情况。如果因为客户不当使用双宜产品而造成的人身伤害、财产损

失等情况，双宜公司不承担任何责任。

本产品主要应用于消费类电子产品中，如果客户将本产品应用于医疗、军

事、航天等要求极高质量、极高可靠性的领域的产品中，其潜在失败风险所造成

的人身伤害、财产损失等情况，双宜科技不承担任何责任。

本规格书所包含的信息仅作为双宜产品的应用指南，没有任何专利和知识

产权的许可暗示，如果客户侵犯了第三方的专利和知识产权，双宜科技不承担任

何责任。

客户服务中心

深圳市双宜科技有限公司

电话：0755-27863192
手机：13823527686
网址：www.ledfangan.com
地址：深圳市宝安区宝安电子城
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